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Safety Instructions:
1. Loops in pull cords, chains, tapes and inner cords that operate the product 

can cause strangulation
2. To avoid strangulation and entanglement, keep cords out of the reach of 

young children. Cords may become wrapped around a child’s neck
3. Move beds, cots and furniture away from window covering cords
4. Do not tie cords together. Make sure cords do not twist and create a loop

N.B. When fitting any child safety device, take care to ensure that all cords 
and chains are held in such a way that they remain taut. Securing them 
in position under excessive tension however could negatively affect the 
longevity and operation of the system.
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933430 – Easy break chain joiner:
1. Suitable for both metal and plastic chains.
2. Locate two places where a chain break can be installed in the control chain. 

Please note 933430 cannot travel through a control unit of a vertical or roller 
blind.

3. Ensuring that these two positions are 200mm apart, cut the control chain in 
these two locations.

4. Click the chain into one end of the 933430 applying pressure with your 
thumb. Repeat this procedure until the chain loop is complete.

5. Ensure the installation complies with BS EN13120:2009+A1:2014, BS 
EN16433:2014 and BS EN16434:2014.
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938276 – Cord and chain tidy:
1. Suitable for cord, metal and plastic chain.
2. Remove the plastic cover housing on the chain tidy using the screw in the 

centre.
3. Using the two guide holes provided mark on the wall the appropriate fixing 

positions.
NB. It is important that the chain (and cord if a vertical blind) are held in 

position in the guide wheel when the position is being marked to ensure 
correct fixing position. The chain (and cord if a vertical) must not be under 
tension but located within the wheel).

4. Using the markings, fix the safety device in the appropriate position.
5. Ensuring chain (and cord if a vertical blind) are in place, re-attach the cover 

using the screw provided.
6. Test the blind to ensure smooth operation.
7. Ensure the installation complies with BS EN13120:2009+A1:2014, BS 

EN16433:2014 and BS EN16434:2014.
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938279 – Cord and chain tidy – face fix:
1. Suitable for cord, metal and plastic chains.
2. Remove the plastic cover housing on the chain tidy using the screw in the 

centre.
3. Using the two guide holes provided mark on the sill/wall the appropriate 

fixing positions.
NB. It is important that the chain (and cord if a vertical blind) are held in 

position in the guide wheel when the position is being marked to ensure 
correct fixing position. The chain (and cord if a vertical) must not be under 
tension but located within the wheel.

4. Using the markings, fix the safety device in the appropriate position.
5. Ensuring chain (and cord if a vertical blind) are in place, re-attach the cover 

housing the wheel, using the screw provided.
6. Click the cover on the fixing foot to cover the fixings.
7. Test the blind to ensure smooth operation.
8. Ensure the installation complies with BS EN13120:2009+A1:2014, BS 

EN16433:2014 and BS EN16434:2014.
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938278 – Plastic Cleat:

974012 – Safety Tassel:

1. Using the two guide holes provided mark on the sill/wall the appropriate 
fixing positions.

NB. It is important that the cord can be easily wrapped around the cleat, but is 
still out of reach of children. Position no less than 1.5m above the floor. 

2. Using the markings, fix the safety device in the appropriate position.

1. The blind cord should arrive from the factory with the safety tassel attached, 
but if it needs to be attached, follow these steps.

2. Pull the tassel in half.
3. Thread the cord through the hole at the top and tie a know to hold it in place. 

Repeat this on the other half of the tassel.
4. The safety tassel is designed to neatly hold the ends of the cord, but come 

apart when put under pressure, to remove the risk of a strangulation.
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938280 P Clip Chain Tidy:
1. Hook the P Clip into the loop of the cord or chain.
2. The cord should be held under slight tension – please ensure smooth 

operation.
3. Using the two guide holes provided mark on the sill/wall the appropriate 

fixing positions.
4. Using the markings, fix the safety device in the appropriate position.
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