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Fitting Instructions
YewdaleDefiant® roller blinds (R54)

R54 Crank Control:

918240 Barrel 53mm
918247 Barrel 70mm

911768
End plug

square pin 47mm

918246
End plug pin

70401
Gear Box 1:5

918245W
Bracket

918245W
Bracket

70942
Crank gear support

938311W/B/S
Tear Drop bottombar

911770
Fixing Clip

810
Nut and Bolt

70723
Magnetic Adaptor

70722
Magnetic Universal Joint

911771 Joint Fixing Clip

146B/W
Control Rod

70421B/W
Crank

911770
Fixing Clip

70422B/W
Pole Clip

938312W/B/S
Bottombar end cap

918003S
Wire

918011
Wire clamp

918008
Side guiding bezel

OPTIONAL
938312W/B/S Endcap
938313W/B/S Side guiding adapter

OPTIONAL
Side Guide

938314W
Lug

6200W
Aluminium
Channel

N.B. This blind should be installed by a person competent in DIY. If in doubt 
please consult a professional. 



Call: +44 (0)1268 570900     Fax: +44 (0)1268 732509     Email: enquiries@yewdale.co.uk      Visit: www.yewdale.co.uk  3 

R54 Crank Control:
1. The universal metal brackets supplied with the blind may be top or face-

fixed.
2. Check that the blind fits correctly. The fabric should roll off the back of the 

barrel, unless ordered as reverse-roll. The control-end of the blind has a fixed 
square pin. The pin-end has a rotating square pin.

3. Fix the control end bracket using appropriate screws/plugs. The gear outlet 
may be repositioned if necessary. To do this, undo the two screws holding 
the gearbox to the bracket, reposition the gearbox and refit the screws. 

4. Locate the control-end of the blind into the gearbox, and mark the position 
of the pin-end bracket.

5. Remove the blind and fix pin-end bracket using appropriate screws/plugs.
NB. To operate correctly, the blind MUST be fixed level.
6. Using a 2mm HSS drill bit, drill a pilot hole through a suitable point in the 

control end bracket (see image), taking care not to drill through the bracket 
cover. Fix security screw into pilot hole to secure gearbox to the bracket. 
Screw head must not protrude the groove it is located in.

7. Locate the blind into its brackets, inserting the control end first. Suppress 
the pin end and insert it into the bracket.

8. Check that the blind operates correctly.
NB. Large blinds are heavy and it is important that the correct fixings are used. 

If unsure, seek expert advice.

Fix security 
screw here.
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