
Vertical blinds Min  
Width*

Max
Width

Max  
Drop

Max  
M2

KVL60/127 300 4000 3200 10.0

KVL60/89 300 2700 3200 8.6

Vertical Blinds Specification Guide

Sizes shown in millimetres. Based on fabric weight of 220g/m², e.g. Thames. Use of heavier 
fabrics may require appropriate reductions. *Where adjacent blinds are fitted with 
YewdaleKestrel®, there should be no more than 2 brackets within a total distance of 700mm. 

KVL60 Chain Mono

Call: +44 (0)1268 570900 Fax: +44 (0)1268 732509  Email: sales@yewdale.co.uk
Yewdale, Enterprise Way, Wickford, Essex, SS11 8DH

Features:
The premium YewdaleKestrel® KVL60 
vertical blind offers an anti-ligature shading 
requirement solution that is very easy to 
operate. Incorporating 45 x 36.5mm 
premium profiled white aluminium head-
rail and wheeled replaceable plastic carrier 
trucks, and magnetic wall-fix / top-fix 
brackets. This ensures that, under excess 
load, the head-rail separates from the 
brackets leaving no remaining points of 
ligature - a highly essential safety feature. 
The constant transport of the louvres is 
guaranteed by the precision made 
aluminium spindle shaft. Bead-chain 
control operation by mono control, with 
built-in slip clutch for louvre tilt and draw. 
127mm, or 89mm louvres available - both 
with enclosed louvre weights.
 

Benefits:
The KVL60 offers the ease of mono control - 
a comfortable change gear with large chain 
wheel cares for continuous transport and 
automatically switches from tilting to 
traversing. By pulling the ball chain the 
louvres tilt and then traverse. The strong, 
premium profiled head-rail and replaceable 
wheeled carrier trucks are designed to 
withstand the rigours of intensive use, 
whilst the ingenious mechanism allows 
precise control of light transmission. A long-
lasting blind, delightfully simple to operate. 
The control mechanism is enclosed within 
the head-rail and supported on a sturdy, 
aluminium back bar, secured by magnetic 
brackets for 100% fail-safe anti-ligature 
functionality. With enclosed louvre weights 
as standard throughout to remove any 
individual loose part issues.

Specification:
The magnetic anti-ligature YewdaleKestrel® 
KVL60 vertical blind with chain operated, 
mono control as manufactured by Yewdale, 
+44 (0)1268 570900. 127mm or 89mm 
louvres in flame retardant fabric from the 
YewdaleDefiant® range, fixed to replaceable 
wheeled truck hooks and accommodating 
enclosed louvre weights throughout. 
Premium 45 x 36.5mm white powder-coated 
head-rail with chain operation by mono 
control, and built-in slip clutch. Secured by 
magnetic wall-fix / top-fix brackets spaced 
in accordance with manufacturers 
recommendations. Fitting to be carried out 
by trained and accredited personnel.

YewdaleKestrel® KVL60 is the only 
approved chain mono control vertical 
blind system to be used with 
YewdaleKestrel®

Please refer to NBS Plus N10 240.
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This curtain divider 
range comes with a 
full Lifetime Warranty 
as standard.
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YewdaleKestrel® Vertical Blinds

KVL60 Chain Mono

Find a matching 
option from the 
YewdaleDefiant® range. 
You’ll find it easy to choose.
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of fabrics?
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YewdaleDefiant 
amazon fabric 
The YewdaleDefiant® Amazon fabric is 
designed for areas where privacy or solar 
shading is needed. The 100% polyester, 
flame retardant composition ensures this 
fabric is suitable for many applications both 
commercial and domestic. The dim-out 
properties of this fabric allows a certain 
amount of light to penetrate whilst at the 
same time taking away the glare. Available in 
13 colours and in 3 widths - 1800mm, 127mm 
and 89mm, this comprehensive range has the 
capacity to challenge many larger collections.

Fabric Composition:  100% Polyester
Fabric Range:  13
Louvre Widths:  127mm (5”)/
 89mm (3.5”)  
Roller Fabric Width:  1800mm (86.6”)
Fabric Thickness:  0.50mm - nominal
Fabric Weight:  240 g/m2 - (+/-25)
Fire Retardancy:  Conforms to BS5867,  
 Part 2: Type B 1980
Shading:  Dim-out.    
 Recommended   
 for computer  
 environments
Moisture Resistance:  Suitable for moist   
 conditions
Care Instructions:  Wipe with damp   
 sponge; Do not   
 tumble dry; Do not dry 
 clean; Do not iron

Please enquire about other fabrics available 
in the range...

Products and specifications liable to change without notice E&OE ©Yewdale 2014
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this fabric range comes with a full 
LIFETIME Warranty as standard.

W
arranty

F40

CI/SfB 1976 reference by SfB Agency

(76.7) X

W
arranty


