C40 Sidewinder

YewdaleDefiant® Cassetted Blinds

Cassetted Blind Profile Dimension Guide
Model

Cassette Size (HxD)

Barrel Size Ø

Side Channel Size
(WxD)

C40-60

77 x 73mm

32mm

55 x 13mm

C40-90

105 x 95mm

45mm

55 x 13mm

C40-120

140 x 120mm

53 / 70mm

55 x 13mm
System C40-90 shown.

940094
End plates (set)
940008
Transition plate (set)

C40 Sidewinder
Features:

All of the YewdaleDefiant® C40 sidewinder
cassetted blinds come with an enclosed
aluminium head-box and side channels as
standard. The cassette is designed for top or
face fixing and accommodates 32, 45, 53 or
70mm grooved aluminium barrels, depending
on blind size and fabric weight. Fabric is locked
into groove in barrel, and features aluminium
bottom bar with pile seal. A robust Slipstream®
sidewinder mechanism provides the effective
means of operation with the use of metal
control chain, held in place by a chain tidy. Studs
fitted at edge of fabric to retain it within side
channels. Black or white hardware as standard.

Benefits:

The excellent performance of a YewdaleDefiant®
cassetted blind is further enhanced by the
addition of side channels, holding the fabric in
place. These side channels also limit the level of
light that enters the room, especially if blackout
fabric is used. The entire range is offered as an
aesthetically pleasing solution, protecting the
fabric in the process. The quality sidewinder
mechanisms are simple to operate and allow
accurate control of blind position.

918250
57mm Barrel Sleeve

940090
Headbox fascia 90

938027
45mm Barrel

938027
45mm Barrel
933010
Safety Cover Screw
940091
Headbox cover

Barrel Sleeve
for tracker systems

911782
Fabric retaining pip

940035W
45mm Slipstream
control mechanism

940006
Screws for
Chain Guide

911737
Pair of bottom
bar end caps

940005
Chain Guide

933010
Screws for
End Caps

913680S
Metal ball chain

70796
Zip

911721
Bottom bar

911822
Tracker
bottom bar
end caps

70713
Pile seal

940000B
Tracker Insert

911823
Tracker
bottom bar
70713
Pile seal

940001B/W
Face/Recess
Fix Tracker
side channel

Options:

Black or white hardware; Without side
channels, C20-60/90/120; Tracker fabric
retaining system; Available in any RAL colour.

911756
Side channel
55mm recess fix

Specification:

YewdaleDefiant® C40-60/90/120 cassetted
blind with side channels as manufactured by
Yewdale, +44 (0)1268 570900. Flame retardant
fabric from the YewdaleDefiant® range, locked
into grooved 32/45/53/70mm aluminium barrel
along with aluminium bottom bar as standard.
Black/white aluminium cassette, side channels
and bottom bar and incorporating metal
control chain.
Please note: Caution should be used when
installing in drafty conditions - blinds should
not be left down in the situation of open
windows.
Please refer to NBS Plus N10 240.

yewdale.co.uk
see things differently

911137
Side channel
55mm face fix
70050
Recess fixing strip

132
Grommet

lifetime
warranty

have you seen
our new range
of fabrics?

This cassetted blind
range comes with a
full Lifetime Warranty
as standard.

Find a matching
option from the
YewdaleDefiant® range.
You’ll find it easy to choose.

Call: +44 (0)1268 570900 Fax: +44 (0)1268 732509 Email: sales@yewdale.co.uk
Yewdale, Enterprise Way, Wickford, Essex, SS11 8DH

