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C76 Overhead Crank
YewdaleDefiant® Blackout Blinds

813
Nuts & bolts

70050B/W
Recess fixing strip

70070B/W
Top guide
70412
Flange

70170
Draw tape

70795
9.5mmpile seal

70400
Gear No.1

70020B/W
Headbox cover
with 70713 13mmpile seal

70503
Split pin

70010B/W
Headbox
with 70713 13mmpile seal

70080B/W
Side cheek

70600
Key
bearing

70160
Windcheat bar

70785
8.5mmpile seal

70651
Dummy spindle

70055B/W
Face fixing strip

70050B/W
Recess fixing strip

70080B/W
Side cheek

70040
Channel

70030
Bottom rail 70410

Magneticoutlet

Blackout fabric

70501
End plug gear

918241
50mm tube

70502
Flange ring

700815B/W
Side cheek screw

70070B/W
Top guide

70080B/W
Side cheek

70502
Flange ring

70120B/W
Bottom rail
reducer

70650
Block

70010B/W
Headbox
with 70713
13mmpile seal

70020B/W
Headbox cover
with 70713
13mmpile seal

70652 Spring long
70654 Spring short

70660
57mmbarrel

70600
Key bearing spring

700815B/W
Side cheek screw

70080B/W
Side cheek

70505
End plug support

911770
Fixing Clip

146B/W
Control Rod

70723
Magnetic
Adaptor

70722
Magnetic
Universal Joint

70503
Split pin

70421B/W
Crank handle

Model Cassette Size 
(HxD) Barrel Size  Ø Side Channel 

Size (WxD) Side cheek

C76 100 x 100mm 53 & 57mm 75 x 20mm Metal

Blackout Unit Profile Dimension Guide

C76 Overhead Crank 
Features:
The YewdaleDefiant® C76 crank operation 
overhead blackout unit’s hardware is black 
powder-coated aluminium for face or recess 
fixing. Enclosed are 53mm and 57mm grooved 
aluminium barrels. Blackout fabric is locked into a 
groove in the barrel and runs in 75mm side 
channels. Light-transfer baffles are located 
within the side and bottom channels, and the side 
channels and head-box is fitted with pile-seal 
light sealing. Fabric is mounted onto a sprung 
57mm aluminium barrel whilst at the other end is 
fitted to an aluminium bottom rail, attached to 
two draw tapes. These tapes are attached, 
between flanged guides, to the 53mm drive 
barrel, operated by heavy duty 1:5 gear control 
mechanism and magnetic detachable crank 
handle.

Benefits:
The C76 blackout unit is the ultimate in choice for 
100% light exclusion requirements for sloping or 
horizontal roof windows. With heavy duty 
componentry and tensioning action by powerful 
spring to the fabric roller, these blinds may be 
confidently specified for awkward or inaccessible 
locations. The magnetic detachable crank handle 
removes the common issues associated with 
locating the drive at height and solves the 
problem of unauthorised use.

Options:
Fixed crank handle; Available in any RAL colour.

Specification:
The YewdaleDefiant® C76 crank overhead 
blackout unit with 1:5 geared crank as 
manufactured by Yewdale, +44 (0)1268 570900. 
Flame retardant blackout fabric from the 
YewdaleDefiant® range, on 57mm aluminium 
barrel with enclosed spring attached to 
aluminium bottom rail as standard. 53mm drive 
barrel connected to gear control crank 
mechanism operates blind by means of draw-
tapes to the bottom bar. Black/white powder-
coated aluminium headbox cassettes, side and 
bottom channels and bottom bar. Incorporating 
detachable crank handle.

This product range 
comes with a full 
Lifetime Warranty 
as standard.
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